
ULTRA Anchor Selection Table

We reserve the right to make changes to dimensions and conditions.
This document was updated on the 08.11.2024
For the latest version, please visit www.ultraproductswest.com

COMMENTS:

- When Selecting ULTRA Anchors in excess of 
100Kg/220lbs, please consult Lloyd’s or a 
comparable certi�cation society’s guidelines.
The listed values should be used for 
preliminary selection only.

- ULTRA Anchors work well as bow and stern 
anchors on horizontal roller assemblies.
They are not suitable for vertical or straight 
hawse pipes.

- If choosing the anchor for a boat that is 
very light or very heavy, �rst identify the row 
that matches the weight of the boat, then:
    • For lighter boats, choose 1 size bigger
    • For heavier boats, choose 1 size smaller.

WARRANTY:

- Properly selected or one size smaller ULTRA 
Anchors are covered by our lifetime warranty 
against issues arising from production or 
normal use.

- However, anchors that are two or more 
sizes smaller than recommended are not 
covered under warranty.

CAUTION:

- The ULTRA Anchor is designed to handle 
extreme heavy loads and caution is advised 
when handling.

- All materials have resistance limits.
The use of high powered engines to free an 
anchor may deform it and/or cause damage 
to the vessel.

- It is recommended to use a trip line or an 
ULTRA Anchor Ring to recover an anchor 
stuck and an obstruction.
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